NEWS 2019

MACH 8

MACH REINVENTS THE CONCEPT OF SWEEPING

The efficiency of direct forward throw sweeping meets
the maneuverability, visibility and loading capacity
of a sweeper with a front driving position.

The MACH 8 is the only sweeper with a practical solution to beat speed bumps
and other obstacles which to date have been impossible drive over.




THE NEW MACH INDUSTRIAL SWEEPER MACH 8
The MACH 8 is a powerful and durable machine with a wide cleaning path (up to 2.100 mm)

and BULLsystem® technology.

High performance, easy handling and hopper capacity (up to 500 L fully loaded) make the MACH 8
the perfect solution to clean expansive areas in any application.

VERSIONS
MACH 8 HDK - with 1.500 cm?, 36 hp. 4-cylinder, Kubota engine with liquid cooling.
MACH 8 HGK LPG - gas version, available soon.

APPLICATIONS

INDUSTRIAL MANUFACTURING: Cement works, glassworks, foundries, brickworks, sawmills, power plants, distilleries...
LOGISTICS: warehouses, logistics hubs, ports and airports, grain and seed stores, fruit and vegetable wholesale markets...
PUBLIC AREAS: town centers, pedestrian areas, cycle lanes, car parking, concert and event venues...

OTHER SECTORS: multistory and open-air car parking, regional airports, hospitals, exhibition centers, shopping centers, resorts,
holiday villages, stadiums, sports centers, theme parks.

SURFACES
Concrete, porcelain tile, road surfaces, quartz finished concrete, paving stones, self-blocking paving stones, porphyry,
sanpietrini (cobblestones), asphalt and any other floor type, in any condition.

BULL SYSTEM® TECHNOLOGY

CLEANING PATH (WITH 2 SIDE BRUSHES) 2.100 mm

CLEANING PATH (WITH 1 SIDE BRUSH) 1.700 mm

CLEANING PATH (CENTRAL BRUSH ONLY) 1.270 mm * All the effectiveness of a

HYDRAULIC DIRT CONTAINER CAPACITY 500 L direct throw sweeper

DUMPING HEIGHT, HYDRAULIC LIFT 1,580 mm DA O T P GE PRI Clre
rear loading sweeper

FORWARD SPEED 142km/h e All the maneuverability of

MAX. PRODUCTIVITY 29.820 m/h a ride on sweeper with a front

FILTER TYPE Multipocket® /13 m? driving position

DRIVE hydraulic e The capability to drive over

DRIVE MOTOR hydraulic Spreed UT g o el ki

MAIN MOTOR Diesel Kubota 36 Hp . Complete use of the dirt
container thanks to the

WEIGHT 2.090kg LoadBooster® hopper

SIZE WITH BRUSHES AND CABIN (L X W X H) 2.755 x 2.080 x 2.290 mm compaction system.

SIZE WITHOUT BRUSHES AND CABIN (L X W X H) 2.635x 1.750 x 2.050 mm
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BULL SYSTEM DRIVEQVER SYSTEM LOADBOOSTER® GRADIENT BOOSTER® SHARKCAP® MULTIPOCKET FILTER® MULTIBRISTLE® QUICK-CHANGE SYSTEM®
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DIRECT DEBRIS LOADING / AUTOMOTIVE STEERING SYSTEM / INDEPENDENT TWIN TIRES / COMPACT TURNING RADIUS
/ AIRCONDITIONED CABIN / TOTAL VISIBILITY / DOUBLE SIDE BRUSH (RIGHT SIDE) / FILTER AREA 13 M2/ AUTOMATIC FILTER
CLEANING / KUBOTA ENGINE / ENGINE COOLING SYSTEM WITH FRONT RADIATOR / FRAME, BODY WORK AND HOPPER MADE
OF STEEL / WET SIDE BRUSH DUST CONTROL / SUPER ELASTIC OR PNEUMATIC TIRES / HIGH VISIBILITY OF SIDE BRUSH FROM
CABIN / OVERSIZED MECHANICAL DRUM BRAKES AND HANDBRAKE / ROLL BAR TO PROTECT OPERATORS NECK / SEAT BELT /
AUTOMOTIVE INDICATOR LIGHTS / SEAT PRESSURE SENSOR / REVERSE BEEPER / FLASHING LIGHT

MACH - FLOOR CLEANING MACHINES C/0
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